
 

 

SUPPLEMENTAL/BID BULLETIN No. 1 
 
DATE:  April 30, 2026 
 
SUBJECT: SUPPLY AND DELIVERY OF WATER SERVICE CONNECTION 

MATERIALS FOR THE FISCAL YEAR 2026 (50203270) 

 
  

ISSUE/S CLARIFICATION/ AMENDMENTS 
 SECTION II – INSTRUCTION TO 

BIDDERS 
 
1. Scope of Bid: 

The Procurement Project (referred to herein 
as “Project”) is composed of Thirty-Seven 
(37) items, the details of which are described 
in Section VII (Technical Specifications) 

 SECTION II – INSTRUCTION TO 
BIDDERS 
 
1. Scope of Bid: 

The Procurement Project (referred to herein 
as “Project”) is composed of Forty-Four (44) 
items, the details of which are described in 
Section VII (Technical Specifications) 

 SECTION IV – SCHEDULE OF 
REQUIREMENTS 

 
 
 ITEM NO. 16. FLOW METER 6"  W/ 
THREADED FLANGE AND BOLTS, NUTS 
& GASKET 
 
 
 
ITEM NO. 43. WATER METER, ½″ (15 MM), 

BRASS BODY, MULTI‑JET, 
ANTI‑BACKFLOW, WITH 
MANUFACTURER CALIBRATION 
CERTIFICATE, ISO 7/PNS 55 THREADED 
 
 
 
 
 
 
 
 
ITEM NO. 44. WATER METER, BRASS, 1″ 

(25 MM), MULTI‑JET, ANTI‑BACKFLOW, 
WITH MANUFACTURER CALIBRATION 
CERTIFICATE, FEMALE THREADED 
ISO 7/PNS 55 

 SECTION IV – SCHEDULE OF 
REQUIREMENTS 
 
 ITEM NO. 16. FLOW METER 6"  W/ 
THREADED FLANGE AND BOLTS, NUTS 
& GASKET, ISO, WITH CALIBRATION 
CERTIFICATE FROM THE 
MANUFACTURER 
 
 
ITEM NO. 43. WATER METER, ½″ (15 MM), 

BRASS BODY, MULTI‑JET, and 
ANTI-BACKFLOW, WITH 
MANUFACTURER CALIBRATION 
CERTIFICATE, ISO 7/PNS 55 THREADED, 
WITH PERMANENT AND TAMPER-
RESISTANT MARKINGS: THE TOP 
BRASS COVER SHALL BE ENGRAVED 
WITH “BWD”, AND THE INTERNAL 
REGISTER/DIAL SHALL LIKEWISE BEAR 
THE MARKING “BWD” 
 
 
ITEM NO. 44. WATER METER, BRASS, 1″ 

(25 MM), MULTI‑JET, ANTI‑BACKFLOW, 
WITH MANUFACTURER CALIBRATION 
CERTIFICATE, FEMALE THREADED 
ISO 7/PNS 55, WITH PERMANENT AND 
TAMPER-RESISTANT MARKINGS: THE 
TOP BRASS COVER SHALL BE 
ENGRAVED WITH “BWD”, AND THE 
INTERNAL REGISTER/DIAL SHALL 
LIKEWISE BEAR THE MARKING “BWD”. 



 

ISSUE/S 

 

 SECTION VII – TECHNICAL SPECIFICATIONS  
 

TECHNICAL SPECIFICATIONS 
Item/ 

Service 
Maximum 
Quantity 

Technical Specifications / Scope of Work Statement of Compliance 

1 
2000 

 
pcs 

 

ADAPTOR ½” BRASS STANDARD MALE NATIONAL 
PIPE THREAD (NPT) 
 Bidders must state 

“Comply” or “Not 
Comply” for each 
specification and 
provide the 
corresponding 
performance 
parameters for offered 
equipment. Each 
response must be 
supported by a clear 
documentary support in 
the bid and properly 
cross-referenced. 
Acceptable evidence 
includes unaltered 
manufacturer sales 
brochures, official 
specification sheets, 
product samples, 
independent test 
results, and similar 
documents. 
Claims should be 
backed by documentary 
support. If the evidence 
contradicts the claim, 
the bid may be rejected. 
Any false statement— 
whether in the 
compliance form or 
supporting documents— 
found during evaluation, 
post-qualification, or 
contract 
implementation 
may be considered 
fraudulent in 
accordance with ITB 
Clause 3.1(a)(ii) and 
without prejudice to the 
imposition of 
appropriate 
administrative, civil, and 
criminal penalty in 
accordance with law. 

2 250 PCS 
CORPORATE ADAPTOR, 1", BRASS, 
COMPRESSION TYPE, ISO 7 THREAD, SS 
STIFFENER, 150 PSI 

3 1000 pcs ANGLE VALVE WITH LOCK WING, ¾” x ½” – BRASS 
(HEXAGON SWIVEL NUT) 

4 500 pcs 
BUSHING ¾”  X ½”  GALVANIZED IRON (GI)  
STANDARD FEMALE NATIONAL PIPE THREAD 
(NPT), CLASS 150 

5 300 pcs 
CORPORATE ADAPTOR, 1", BRASS, COMPRESSION TYPE, ISO 
7 THREAD, SS STIFFENER, 150 PSI 

6 250 pcs 
CORPORATE ADAPTOR, ½ ", BRASS, 
COMPRESSION TYPE, ISO 7 THREAD, SS 
STIFFENER, 150 PSI 

7 200 pcs COUPLING, 1”, GALVANIZED IRON (GI), ISO 7/PNS 
55 THREADED, CLASS C 

8 1888 pcs COUPLING, ½ ”, GALVANIZED IRON (GI), ISO 
7/PNS 55 THREADED, CLASS C 

9 5 pcs COUPLING, 4”, GALVANIZED IRON (GI), ISO 7/PNS 
55 THREADED, CLASS C 

10 400 pcs ELBOW, 1”, GALVANIZED IRON (GI), 90°, ISO 7/PNS 
55, THREADED, CLASS C 

11 1000 pcs ELBOW, ½ ”, GALVANIZED IRON (GI), 90°, ISO 
7/PNS 55, THREADED, CLASS C 

12 10 pcs ELBOW, 4”, GALVANIZED IRON (GI), 45°, ISO 7/PNS 
55, THREADED, CLASS C 

13 400 pcs ELBOW REDUCER, 1” X ¾”,  GALVANIZED IRON 
(GI), 90°, ISO 7/PNS 55 THREADED, CLASS C 

14 100 pcs FAUCET, PLAIN, ½”, BRASS, ISO 7/PNS 55 
THREADED, 150 PSI 

15 200 pcs FAUCET WITH HOSE BIBB, ½", BRASS, ISO 7/PNS 
55 THREADED, 150 PSI 

16 3 pcs FIRE HYDRANT HEAD, 3” (INLET) X 2½” (OUTLET), 
BRASS, ISO 7/PNS 55 THREADED, 150 PSI 

17 2 pcs FLOW METER 6"  W/ THREADED FLANGE AND 
BOLTS, NUTS & GASKET 

18 15 pcs 
MECHANICAL COUPLING, 4” DIAMETER × 9” LONG 
BODY, CAST IRON, BLUE, WITH RUBBER GASKET 
(EPDM) AND CORROSION-RESISTANT BOLTS 

19 5 pcs 
MECHANICAL COUPLING, 8” DIAMETER × 9” LONG 
BODY, CAST IRON, BLUE, WITH RUBBER GASKET 
(EPDM) AND CORROSION-RESISTANT BOLTS 

20 5 pcs MECHANICAL GATE VALVE 2" CLASS 150 
FLANGED, CAST STEEL 

21 5 pcs MECHANICAL GATE VALVE 3"  CLASS 150, 
FLANGED, CAST STEEL 

22 3 pcs MECHANICAL GATE VALVE 6" ,  CLASS 150, 
FLANGED, CAST STEEL 

23 1 pcs MECHANICAL GATE VALVE 8" ,  CLASS 150, 
FLANGED, CAST STEEL 

24 40 rolls 

PE (POLYETHYLENE) TUBING, 1” BLACK, SDR‑11, 
PE 80, 2.78MM-2.80MM  T‑WALL THICKNESS, 
32MM OD, WHITE METER MARKINGS EVERY 1M, 

PNS‑ISO 4427:2002 (100m) 

25 120 rolls 

PE (POLYETHYLENE) TUBING, 1/2” BLACK, 

SDR‑11, PE 80, 1.78MM-1.80 MM  T‑WALL, 20MM 
OD, WHITE METER MARKINGS EVERY 1M, 
PNS‑ISO 4427:2002 (300m) 

26 50 pcs PIPE 1”, S-40,  GALVANIZED IRON (G.I.), ISO 7/PNS 
55 THREADED 



 

27 400 pcs PIPE ½ “, S-40,  GALVANIZED IRON (G.I.), ISO 
7/PNS 55 THREADED 

28 100 pcs PLUG 1/2" GALVANIZED IRON (GI) MALE THREAD 

29 50 pcs PRESSURE GAUGE 60PSI WITH BUSHING 1/2 X 
3/8, OIL-EMERSED 

30 100 pcs 
SADDLE CLAMP 2” X ½ ”, CAST IRON CI, ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

31 200 pcs 
SADDLE CLAMP 2” X 1”, CAST IRON CI, ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

32 250 pcs 
SADDLE CLAMP 3” X 1”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

33 200 pcs 
SADDLE CLAMP 3” X ½ ”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

34 200 pcs 
SADDLE CLAMP 4” X 1”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

35 50 pcs 
SADDLE CLAMP 6” X ½ ”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

36 500 pcs STREET ELBOW, 1” GI, 90°, CLASS C, 
MALE/FEMALE THREADED, ISO 7/PNS 55 

37 200 pcs STREET ELBOW, ½” GI, 90°, CLASS C, 
MALE/FEMALE THREADED, ISO 7/PNS 55 

38 50 pcs SWING VALVE, 1” BRASS, STANDARD, FEMALE 
THREADED, ISO 7/PNS 55, 150 PSI 

39 100 Pcs SWING VALVE, ½” BRASS, STANDARD, FEMALE 
THREADED, ISO 7/PNS 55, 150 PSI 

40 500 pcs TEE, ½” GI, 90°, CLASS C, FEMALE THREADED, 
ISO 7/PNS 55, OD 21.3 MM 

41 500 pcs TEE REDUCER, 1” × ¾” GI, 90°, CLASS C, FEMALE 
THREADED, ISO 7/PNS 55, OD 33.4 MM × 26.7 MM 

42 3000 pcs TEFLON TAPE, ½”, 15MM × 10M, 0.15 MM THICK, 
PTFE, FOR THREADED PIPE SEALING 

43 50 pcs 

WATER METER, BRASS, 1/2 “ VOLUMETRIC TYPE, 
DRY DIAL, AUTOMOTIVE FINISHED, BLUE 

 NOMINAL DIAMETER: 15mm 

 METROLOGICAL CLASS: ISO 4064-1:2014, 
Class II 

 METER BODY: Copper Alloy Containing Not Less 
That 57% Copper 

 METER DESIGN:  Hermetically sealed register, 
fully encapsulated to prevent moisture. Anti-
magnetic container made of copper tin can, with at 
least 99% copper. AMR-ready with inductive pulse 
output for compatible pulse sensor. Register in 
cubic meters (m³) with minimum 4-digit display. 

 DIMENSION:  Length (without tailpieces): 115 mm 
± 5 mm, Width: 85–105 mm, Height: 134 mm ± 5 
mm, Connectors: G ¾ A, 2 pcs, Weight (without 
tailpieces): 0.87 – 1.1 kg 

 WORKING CONDITION: maximum working 
Pressure: <16 bars, Maximum working 
temperature: 50⁰C 

 METROLOGICAL CHARACTERISTICS 
9Minimum Performance): Minimum Flowrate (Q1) = 
6.25 l/h; +5%,  Transitional Flowrate (Q2) = 10 l/h; 
+2%,  Nominal Flowrate (Q3) = 2.5 m3/h; +2%,  
Maximum Flowrate (Q4) = 3.125  m3/h; +2%,  Q3/ 
Q1 = 400 

 STRAINER SCREEN:  Meter must have a strainer 
on the inlet to prevent dirt from entering. 

 METER SEAL:  Steel cable or stainless-steel wire 
(plastic-coated) with “BAYWAD” marking, or any 
tamper-proof seal design by the manufacturer. 
Lead meter seals are not acceptable.  

 METER BODY MARKINGS: Flow Direction Arrow, 
Meter capacity indicated on the top surface and 



 

body. Marked with “BAYWAD” on the top plate in 
bold, capital letters. 

 SERIAL NUMBERING: Complies with 
manufacturer’s serial numbering system. 
Permanent marking with one sequential serial 
number per meter. 

 Shall include a Certified True Copy, signed by the 
Manufacturer, of the following certificates duly 
authenticated by the Consul and presented by the 
winning bidder during Post-Qualification. 
a. Certificate of Compliance for ISO 4064 or 

OIML R49 
b. Certificate of Registration for ISO 14001 or 

Water Regulations Approval Scheme (WRAS) 
c. Measuring Instruments Directive (MID) or EU 

Type Examination Certificate. 

 The bidder must be an authorized dealer or reseller 
of the offered product to ensure proper after-sales 
service and technical support. 

WARRANTY: All water meters shall be warranted 
against defects in materials and workmanship. The 
winning bidder shall replace any defective water meter 
within three (3) years from the date of delivery. For 
verification purposes, BAYWAD shall be allowed to 
open a reported malfunctioning water meter, when 
necessary, without voiding or affecting the three-year 
warranty. 

44 1500 pcs 

WATER METER, ½″ (15 MM), BRASS BODY, 

MULTI‑JET, ANTI‑BACKFLOW, WITH 
MANUFACTURER CALIBRATION CERTIFICATE, 
ISO 7/PNS 55 THREADED 

**** Nothing follows**** 
 

  



 

CLARIFICATION/ AMENDMENTS 

 

 SECTION VII – TECHNICAL SPECIFICATIONS  
 

TECHNICAL SPECIFICATIONS 
Item/ 

Service 
Maximum 
Quantity 

Technical Specifications / Scope of Work Statement of Compliance 

1 
2000 

 
pcs 

 

ADAPTOR ½” BRASS STANDARD MALE NATIONAL 
PIPE THREAD (NPT) 
 

Bidders must state 
“Comply” or “Not 
Comply” for each 
specification and 
provide the 
corresponding 
performance 
parameters for offered 
equipment. Each 
response must be 
supported by a clear 
documentary support in 
the bid and properly 
cross-referenced. 
Acceptable evidence 
includes unaltered 
manufacturer sales 
brochures, official 
specification sheets, 
product samples, 
independent test 
results, and similar 
documents. 
Claims should be 
backed by documentary 
support. If the evidence 
contradicts the claim, 
the bid may be rejected. 
Any false statement— 
whether in the 
compliance form or 
supporting documents— 
found during evaluation, 
post-qualification, or 
contract 
implementation 
may be considered 
fraudulent in 
accordance with ITB 
Clause 3.1(a)(ii) and 
without prejudice to the 
imposition of 
appropriate 
administrative, civil, and 
criminal penalty in 
accordance with law. 

2 1000 pcs ANGLE VALVE WITH LOCK WING, ¾” x ½” – BRASS 
(HEXAGON SWIVEL NUT) 

3 500 pcs 
BUSHING ¾”  X ½”  GALVANIZED IRON (GI)  
STANDARD FEMALE NATIONAL PIPE THREAD 
(NPT), CLASS 150 

4 300 pcs 
CORPORATE ADAPTOR, 1", BRASS, COMPRESSION TYPE, ISO 
7 THREAD, SS STIFFENER, 150 PSI 

5 250 pcs 
CORPORATE ADAPTOR, ½ ", BRASS, 
COMPRESSION TYPE, ISO 7 THREAD, SS 
STIFFENER, 150 PSI 

6 200 pcs COUPLING, 1”, GALVANIZED IRON (GI), ISO 7/PNS 
55 THREADED, CLASS C 

7 1888 pcs COUPLING, ½ ”, GALVANIZED IRON (GI), ISO 
7/PNS 55 THREADED, CLASS C 

8 5 pcs COUPLING, 4”, GALVANIZED IRON (GI), ISO 7/PNS 
55 THREADED, CLASS C 

9 400 pcs ELBOW, 1”, GALVANIZED IRON (GI), 90°, ISO 7/PNS 
55, THREADED, CLASS C 

10 1000 pcs ELBOW, ½ ”, GALVANIZED IRON (GI), 90°, ISO 
7/PNS 55, THREADED, CLASS C 

11 10 pcs ELBOW, 4”, GALVANIZED IRON (GI), 45°, ISO 7/PNS 
55, THREADED, CLASS C 

12 400 pcs ELBOW REDUCER, 1” X ¾”,  GALVANIZED IRON 
(GI), 90°, ISO 7/PNS 55 THREADED, CLASS C 

13 100 pcs FAUCET, PLAIN, ½”, BRASS, ISO 7/PNS 55 
THREADED, 150 PSI 

14 200 pcs FAUCET WITH HOSE BIBB, ½", BRASS, ISO 7/PNS 
55 THREADED, 150 PSI 

15 3 pcs FIRE HYDRANT HEAD, 3” (INLET) X 2½” (OUTLET), 
BRASS, ISO 7/PNS 55 THREADED, 150 PSI 

16 2 pcs 
FLOW METER 6"  W/ THREADED FLANGE AND 
BOLTS, NUTS & GASKET, ISO, WITH CALIBRATION 
CERTIFICATE FROM THE MANUFACTURER 

17 15 pcs 
MECHANICAL COUPLING, 4” DIAMETER × 9” LONG 
BODY, CAST IRON, BLUE, WITH RUBBER GASKET 
(EPDM) AND CORROSION-RESISTANT BOLTS 

18 5 pcs 
MECHANICAL COUPLING, 8” DIAMETER × 9” LONG 
BODY, CAST IRON, BLUE, WITH RUBBER GASKET 
(EPDM) AND CORROSION-RESISTANT BOLTS 

19 5 pcs MECHANICAL GATE VALVE 2" CLASS 150 
FLANGED, CAST STEEL 

20 5 pcs MECHANICAL GATE VALVE 3"  CLASS 150, 
FLANGED, CAST STEEL 

21 3 pcs MECHANICAL GATE VALVE 6" ,  CLASS 150, 
FLANGED, CAST STEEL 

22 1 pcs MECHANICAL GATE VALVE 8" ,  CLASS 150, 
FLANGED, CAST STEEL 

23 40 rolls 

PE (POLYETHYLENE) TUBING, 1” BLACK, SDR‑11, 

PE 80, 2.78MM-2.80MM  T‑WALL THICKNESS, 
32MM OD, WHITE METER MARKINGS EVERY 1M, 
PNS‑ISO 4427:2002 (100m) 

24 120 rolls 

PE (POLYETHYLENE) TUBING, 1/2” BLACK, 
SDR‑11, PE 80, 1.78MM-1.80 MM  T‑WALL, 20MM 
OD, WHITE METER MARKINGS EVERY 1M, 

PNS‑ISO 4427:2002 (300m) 

25 50 pcs PIPE 1”, S-40,  GALVANIZED IRON (G.I.), ISO 7/PNS 
55 THREADED 

26 400 pcs PIPE ½ “, S-40,  GALVANIZED IRON (G.I.), ISO 
7/PNS 55 THREADED 

27 100 pcs PLUG 1/2" GALVANIZED IRON (GI) MALE THREAD 



 

28 50 pcs PRESSURE GAUGE 60PSI WITH BUSHING 1/2 X 
3/8, OIL-EMERSED 

29 100 pcs 
SADDLE CLAMP 2” X ½ ”, CAST IRON CI, ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

30 200 pcs 
SADDLE CLAMP 2” X 1”, CAST IRON CI, ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

31 250 pcs 
SADDLE CLAMP 3” X 1”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

32 200 pcs 
SADDLE CLAMP 3” X ½ ”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

33 200 pcs 
SADDLE CLAMP 4” X 1”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

34 50 pcs 
SADDLE CLAMP 6” X ½ ”, CAST IRON (C.I.), ISO 7 
THREADED, RUBBER GASKET, ASTM BOLTS & 
NUTS, EPOXY-COATED BLUE 

35 500 pcs STREET ELBOW, 1” GI, 90°, CLASS C, 
MALE/FEMALE THREADED, ISO 7/PNS 55 

36 200 pcs STREET ELBOW, ½” GI, 90°, CLASS C, 
MALE/FEMALE THREADED, ISO 7/PNS 55 

37 50 pcs SWING VALVE, 1” BRASS, STANDARD, FEMALE 
THREADED, ISO 7/PNS 55, 150 PSI 

38 100 Pcs SWING VALVE, ½” BRASS, STANDARD, FEMALE 
THREADED, ISO 7/PNS 55, 150 PSI 

39 500 pcs TEE, ½” GI, 90°, CLASS C, FEMALE THREADED, 
ISO 7/PNS 55, OD 21.3 MM 

40 500 pcs TEE REDUCER, 1” × ¾” GI, 90°, CLASS C, FEMALE 
THREADED, ISO 7/PNS 55, OD 33.4 MM × 26.7 MM 

41 3000 pcs TEFLON TAPE, ½”, 15MM × 10M, 0.15 MM THICK, 
PTFE, FOR THREADED PIPE SEALING 

42 50 pcs 

WATER METER, BRASS, 1/2 “ VOLUMETRIC TYPE, 
DRY DIAL, AUTOMOTIVE FINISHED, BLUE 

 NOMINAL DIAMETER: 15mm 

 METROLOGICAL CLASS: ISO 4064-1:2014, 
Class II 

 METER BODY: Copper Alloy Containing Not Less 
That 57% Copper 

 METER DESIGN:  Hermetically sealed register, 
fully encapsulated to prevent moisture. Anti-
magnetic container made of copper tin can, with at 
least 99% copper. AMR-ready with inductive pulse 
output for compatible pulse sensor. Register in 
cubic meters (m³) with minimum 4-digit display. 

 DIMENSION:  Length (without tailpieces): 115 mm 
± 5 mm, Width: 85–105 mm, Height: 134 mm ± 5 
mm, Connectors: G ¾ A, 2 pcs, Weight (without 
tailpieces): 0.87 – 1.1 kg 

 WORKING CONDITION: maximum working 
Pressure: <16 bars, Maximum working 
temperature: 50⁰C 

 METROLOGICAL CHARACTERISTICS 
9Minimum Performance): Minimum Flowrate (Q1) = 
6.25 l/h; +5%,  Transitional Flowrate (Q2) = 10 l/h; 
+2%,  Nominal Flowrate (Q3) = 2.5 m3/h; +2%,  
Maximum Flowrate (Q4) = 3.125  m3/h; +2%,  Q3/ 
Q1 = 400 

 STRAINER SCREEN:  Meter must have a strainer 
on the inlet to prevent dirt from entering. 

 METER SEAL:  Steel cable or stainless-steel wire 
(plastic-coated) with “BAYWAD” marking, or any 
tamper-proof seal design by the manufacturer. 
Lead meter seals are not acceptable.  

 METER BODY MARKINGS: Flow Direction Arrow, 
Meter capacity indicated on the top surface and 
body. Marked with “BAYWAD” on the top plate in 
bold, capital letters. 

 SERIAL NUMBERING: Complies with 
manufacturer’s serial numbering system. 



 

Permanent marking with one sequential serial 
number per meter. 

 Shall include a Certified True Copy, signed by the 
Manufacturer, of the following certificates duly 
authenticated by the Consul and presented by the 
winning bidder during Post-Qualification. 
d. Certificate of Compliance for ISO 4064 or 

OIML R49 
e. Certificate of Registration for ISO 14001 or 

Water Regulations Approval Scheme (WRAS) 
f. Measuring Instruments Directive (MID) or EU 

Type Examination Certificate. 

 The bidder must be an authorized dealer or reseller 
of the offered product to ensure proper after-sales 
service and technical support. 

WARRANTY: All water meters shall be warranted 
against defects in materials and workmanship. The 
winning bidder shall replace any defective water meter 
within three (3) years from the date of delivery. For 
verification purposes, BAYWAD shall be allowed to 
open a reported malfunctioning water meter, when 
necessary, without voiding or affecting the three-year 
warranty. 

43 1500 pcs 

WATER METER, ½″ (15 MM), BRASS BODY, 

MULTI‑JET, ANTI‑BACKFLOW, WITH 
MANUFACTURER CALIBRATION CERTIFICATE, 
ISO 7/PNS 55 THREADED, WITH PERMANENT AND 
TAMPER-RESISTANT MARKINGS: THE TOP 
BRASS COVER SHALL BE ENGRAVED WITH 
“BWD”, AND THE INTERNAL REGISTER/DIAL 
SHALL LIKEWISE BEAR THE MARKING “BWD” 

44 10 pcs 

WATER METER, BRASS, 1″ (25 MM), MULTI‑JET, 
ANTI‑BACKFLOW, WITH MANUFACTURER 
CALIBRATION CERTIFICATE, FEMALE THREADED 
ISO 7/PNS 55, WITH PERMANENT AND TAMPER-
RESISTANT MARKINGS: THE TOP BRASS COVER 
SHALL BE ENGRAVED WITH “BWD”, AND THE 
INTERNAL REGISTER/DIAL SHALL LIKEWISE 
BEAR THE MARKING “BWD” 

**** Nothing follows**** 
 
Please be guided accordingly. 
 
 
Issued this 30th day of April, 2026 at Bayambang, Pangasinan. 
 
 
By the Authority of the Bids and Awards Committee: 
       
 
 
      (Sgd.) 
JONNA S. OCSONA 
Vice-Chairperson, Bids and Awards Committee 


